A.D.  1854  . N"  1871. 


SPECIFICATION 


-W 

i^JW' 


i€ 


OF 


HENRY  DAVEY. 


CONSUMING  SMOKE  IN  FURNACES. 


& 

m: 


LONDON: 

PRINTED  BY  GEORGE  E.  EYRE  AND  WILLIAM  SPOTTI8 W OODE, 

PHINTEKS  TO  THE  QUEEN’S  HOST  EXCELLENT  MAJESTY  : 

PUBLISHED  AT  THE  GREAT  SEAL  PATENT  OFFICE, 


25,  SOUTHAMPTON  BUILDINGS,  HOLBORN. 

1855. 


(M0TO 


■  •.  v.  mM  .&■ 

■  ;•  -*Vir 

■  -  &  iS:W 

. 

•??  ■  *  •  *, ,  \v*v>;  *<;.  ’  .i  " 

X  '  '  v  •  *  *  . 


. 

■  /:  '■  v  ..  »■  ■’  * - 

i  •  ■  ■  ■  '• 

■•  j.r  -*,  >  -■  ■*'  ••>■■■ 


*.  JSXi’-J  • '.~T: 

-  "■  i‘ 

*•/•. ;  -  :  •; 


■ 

S  •**  -  l  •-.»  .  •  *  '.■» 

H  •  ■  > .  • :  -  •-v 

-  ..  ,  ;•  ■  ■  -•  &  . 

' 


■ 

•V  .  ••  '•■''V,?-' 


' 


r  -  'V*  •-  /.TsSivV 


-  .••-■jet. 


*? 

/• 


/  ■ 


Consuming  Smoke  in  Furnaces, 


(This  Invention  received  Provisional  Protection ,  but  notice  to  proceed  with  the 
application  for  Letters  Patent  was  not  given  within  the  time  prescribed 
by  the  Act) 

PROVISIONAL  SPECIFICATION  left  by  Henry  Davey  at  the  Office  of  the 
Commissioners  of  Patents,  with  his  Petition,  on  the  26th  August  1854. 

I,  Henry  Davey,  of  No.  80,  Kent  Street,  Southwark,  in  the  County  of 
Surrey,  Builder,  do  hereby  declare  the  nature  of  the  said  Invention  for  “  Con- 
5  suming  Smoke  in  Furnaces  ”  to  be  as  follows : — 

A  box  composed  of  iron,  open  at  the  bottom,  fixed  to  the  top  of  the  furnace, 
at  about  two-thirds  of  the  distance  from  the  door  of  the  furnace  to  the  flue 
or  end  thereof,  and  reaching  from  side  to  side ;  through  this  box  hot  air  is 
supplied,  by  means  of  a  metal  tube  passing  from  the  front  of  the  furnace  into 
10  the  box ;  the  hot  atmospheric  air  thus  introduced  upon  the  fire  causes  the  smoke 
to  be  consumed  at  that  spot. 

For  the  more  effectual  consumption  of  the  smoke  at  the  periods  of  coaling 
or  making  up  the  fire,  a  moveable  iron  drop,  reaching  from  side  to  side  of  the 
furnace,  is  suspended  inside  the  box,  which  can  be  either  raised  or  lowered  by 
15  means  of  a  spindle  and  an  iron  rod  passing  to  the  front  of  the  furnace  through 
the  hot  air  tube. 
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